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Make/Model:
Engine Make/Model:

Aircraft Damage:
Number of Engines:

Operating Certificate(s):

Fatal Serious Minor/None
Crew
Pass

Last Depart. Point:
Destination: 

Airport Proximity:

Condition of Light:
Weather Info Src:

Basic Weather:
Lowest Ceiling:

Visibility:
Wind Dir/Speed:

Temperature (°C):
Precip/Obscuration:

Pilot-in-Command Age:

Certificate(s)/Rating(s)

Flight Time (Hours)

Total All Aircraft:
Last 90 Days:

Total Make/Model:
Total Instrument Time:

Printed on : 10/09/2014 09:15:10 PM

Accident

08/11/2011

CEN11LA076
File No. 28558 11/17/2010 Roanoke ,TX Aircraft Reg No. N5481 Time (Local): 19:40 CST

Beech/35-33
Continental / IO-470
Substantial
1
None
Personal
Part 91: General Aviation

Jackson, MS
Roanoke, TX
Off Airport/Airstrip

0 0 1
0 0 0

Night
Weather Observation Facility
Visual Conditions
3800 Ft. AGL, Overcast
10.00 SM
330 / 013 kts
12

*** Note: NTSB investigators may not have traveled in support of this investigation and used data provided by various sources to prepare
this aircraft accident report. ***

While on base leg of the traffic pattern at the destination airport, the airplane lost engine power. The pilot completed the emergency
checklist but was unable to restore engine power. During the forced landing near the airport, the airplane collided with several trees
resulting in substantial damage. An engine test run was conducted while the motor was still attached to the airframe, utilizing an external
fuel source attached to the left side fuel system. The engine started and accelerated to 2,400 rpm. Dark black smoke was observed from the
exhaust system and the engine ran rough at full mixture. The engine ran smooth when leaned, and the leak rate on the metering unit return
to the fuel pump was higher than normal. The exact cause of the loss of engine power could not be determined.
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Airline Transport; Multi-engine Land; Single-engine Land; Single-engine Sea

Airplane

5961
133
59
694

Type of Flight Operation:
Reg. Flight Conducted Under:

giuv
Instrument Ratings



Brief of

 

CEN11LA076
File No. 28558 11/17/2010 Roanoke ,TX Aircraft Reg No. N5481 Time (Local): 19:40 CST

OCCURRENCES

Approach-VFR pattern base - Loss of engine power (partial)

FINDINGS

Aircraft-Aircraft power plant-(general)-(general)-Malfunction - C
Not determined-Not determined-(general)-(general)-Unknown/Not determined - C
Environmental issues-Physical environment-Terrain-(general)-Effect on operation - F

Findings Legend: (C) = Cause, (F) = Factor

Accident (Continued)

__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident as follows:
A loss of engine power for undetermined reasons.


